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TILO™ Quick start guide

Valid for (from firmware 1.0.16):
TILO-3Z™
TILO-3Z+™
TILO-3Z+2×™ 
TILO-6Z+™ 

TILO-6MA™
TILO-Z20™
TILO-M20™
TILO-Z15™

Switch on:
1. Slide cover in the direction of the arrow
2. The cover opens automatically
3. Device starts automatically

Button 1 & 4
Press and hold simultaneously: Open menu

Operation

Switch off:
1. Close the cover
2. Lock by sliding in the direction
    of the arrow

Button 1
Press briefly:  
display brightness, alternating  
Press and hold: 
manual FFC
Press for 7 seconds:
Video mode (PAL/NTSC) off

Button 1 & 2:
Press and hold both buttons:
Thermal mode on / off
(e.g. if flap is damaged)

Device connector for external power 
supplyand video output

Button 2:
Press and hold: change filter 
Press briefly:  Change zoom level
0.8x, 1x, 2x, 4x ,8x 

Button 3 & 4 
Press and hold both buttons:
IR mode on / off



4

3

Insert/change of 
battery
Open the battery compartment by turning the 
screwcap to the left. Insert a CR123 battery accor-
ding to the polarity indicated on the battery com-
partment. Close the battery compartment again.

Note
Only use externally intact CR123 brand 
batteries. The battery compartment is sea-
led to the inside of the device. This means 
that you can change the batteries even in 
the rain. Water entering the battery com-
partment cannot damage the electronics 
inside. However, it should be dried with 

Button 3:
Press briefly: Brightness alternating
Press and hold: Outline mode on/off
Press and hold: Change mode
The modes are:
– permanently on
– flashing
– SOS

Eyecup (optional)

Button 4:
Long: light on (as last used) 
Long: color change (red & white)

In IR mode
Long: IR check
– when IR continuous light is switched on:
   Red light flashes 3x long
– when IR flashing is activated:
   Red light flashes 5x short
– when in IR–SOS mode:
   Red light flashes in IR–SOS mode 
Short: light off

Battery compartment for 1×CR123

Interface for Helmet adapter or Headband

Note 
When the device connector is not in use, it 
must always be sealed watertight with the 
cap provided.

a cloth if necessary. It should then be 
left open for a few hours to allow the 
last of the moisture to evaporate. If you 
insert the batteries with the polarity re-
versed, this will not damage the device. 
The TILO™ is protected against this both 
mechanically and electronically.



Range estimation HOG

Current thermal filter
Current zoom level

Active outline mode

Shutter Flag

Battery level indicator
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Display text and symbols

NFOV

NORM

XFOV
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Preface by the inventor

The development of a thermal imaging device is 
never the work of an individual. Three years ago, 
when I had the idea to create a thermal imager that 
could be used as a headlamp at the same time, I 
was fortunate enough to rely on a team of develo-
pers with whom I had already successfully develo-
ped other very small thermal imaging devices in the 
past. However, I was not aware of how stony and 
protracted the road to this new product would be.
 
In order to achieve the extremely short design of the 
TILO™ without sacrificing optical quality, we had to 
develop our own specially folded ocular optics. This 
took significantly more time than planned.
 
We had set ourselves high goals. The TILO™ should 
not only be the smallest thermal imaging monocular 
in the world but should also work as a head / hel-
met lamp. Thus, we created a new product group, 
the thermal head lamp, which has never been seen 
before. The combination of all these requirements 
was only possible using the most modern materials 
and components. In addition, the device should not 
be significantly more expensive than the best ther-
mal imaging devices from other manufacturers and 
the production, at least for the European market, 
should take place in Germany.
 
Now it is done, the TILO™ finally goes into serial 
production. Thus, anyone who shares our enthusi-
asm for the thermal world can buy such a device.
 
We will continue to develop the TILO™ concept, 
but we also have many other ideas in the area of 
thermal optics. Be curious about our next develop-
ments.

Dr. Björn Andres 
(CEO of Andres Industries AG) 
August 2017 

Update to the newest edition

The TILO™ series has been very successfully availa-
ble on the market for more than 3 years. The new, 
most powerful model to date contributed to this – 
the TILO-6™ with its 640 pixel sensor. Due to the 
increasing demand, we had to move into a new 
company location and our number of employees 
has now almost quadrupled. However, we continue 
to produce in Germany and you, our customers, 
are cordially invited to a company tour because you 
continue to make a decisive contribution to the fur-
ther development of all our products with your hints 
and wishes. 

Countless software adjustments have been made 
and accessory components are being developed 
with which the TILO™ series is constantly conque-
ring new areas of application. In the meantime, 
every owner of a TILO-6™ can more than double 
the range if they equip their device with the new 
afocal lens. Furthermore, with the right accessories 
the TILO™ can be used for a long time as a clip-on 
thermal although it was not originally developed for 
this purpose.

Now I wish you every success in using your new 
TILO™ and I would be delighted if you will continue 
to remain loyal to us with your wishes and sugge-
stions.

Dr. Björn Andres 
(CEO of Andres Industries AG) 
November 2020 
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Quick start guide

TILO™

Note 
If the power/video access are not used, they 
must always be sealed waterlight with the 
cap provided for this purpose.

Service & Support
Tel.:  +49 30 45 80 39 00
E-Mail:  info@andres-industries.de
Web:  www.andres-industries.de

Andres Industries AG
CEO: Dr. Björn Andres
Weißenseer Weg 37
13055 Berlin
Germany

Operation

Cold Red
• Cold Red
• cold is displayed in red
• heat sources black
• less glare in the night 

operation

Rainbow
• heat flow over the spectral 

colors
• from cold to warm: black, 

blue, green, yellow, red, 
white

• good temperature diffe-
rence

Red Hot 
• heat sources are shown 

in red
• less glare in the night 

operation

Glowbow
• heat sources yellow, the 

rest remains red
• humans and animals 

are highlighted

Black Hot 
• heat sources are shown in 

dark
• picture is more natural
• easier orientation

White Hot
• heat sources bright
• contrast increase
• humans and animals can 

be easily identified

Ironbow 
• heat flow over white, yellow, orange, violet and blue
• heat sources highlighted by contrast

Rainbow HC
• heat flow is determined by purple
• stronger contrasts temperatures

Cold Green
• cold is displayed in green
• reduces the risk of 

reconnaissance by light 
amplifiers

Hottest
• heat sources like 

humans and animals 
are highlighted orange, 
the rest remains black 
and white

Switch on:
1. Slide cover in the direction of the arrow
2. The cover opens automatically
3. Device starts automatically

Switch off:
1. Close the cover
2. Lock by sliding in the direction of the arrow

1

2
3

4

Button 1 & 4
Press and hold simultaneously: Open menu

Button 1
Press briefly:  
display brightness, alternating  
Press and hold: 
manual FFC
Press for 7 seconds:
Video mode (PAL/NTSC) off

Button 1 & 2:
Press and hold both buttons:
Thermal mode on / off
(e.g. if flap is damaged)

Button 2:
Press and hold: change filter 
Press briefly:  Change zoom level
0.8x, 1x, 2x, 4x ,8x 

Button 3:
Press briefly: Brightness alternating
Press and hold: Outline mode on/off
Press and hold: Change mode
The modes are:
– permanently on
– flashing
– SOS

Eyecup (optional)

Button 3 & 4 
Press and hold both buttons:
IR mode on / off

Button 4:
Long: light on (as last used) 
Long: color change (red & white)

In IR mode
Long: IR check
– when IR continuous light is switched on:
   Red light flashes 3x long
– when IR flashing is activated:
   Red light flashes 5x short
– when in IR–SOS mode:
   Red light flashes in IR–SOS mode 
Short: light off

Battery compartment for 1×CR123

Interface for Helmet adapter or Headband

Quick start guide
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If the power/video access are not used, they 
must always be sealed waterlight with the 
cap provided for this purpose.
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Operation

Cold Red
• Cold Red
• cold is displayed in red
• heat sources black
• less glare in the night 

operation

Rainbow
• heat flow over the spectral 

colors
• from cold to warm: black, 

blue, green, yellow, red, 
white

• good temperature diffe-
rence

Red Hot 
• heat sources are shown 

in red
• less glare in the night 

operation

Glowbow
• heat sources yellow, the 

rest remains red
• humans and animals 

are highlighted

Black Hot 
• heat sources are shown in 

dark
• picture is more natural
• easier orientation

White Hot
• heat sources bright
• contrast increase
• humans and animals can 

be easily identified

Ironbow 
• heat flow over white, yellow, orange, violet and blue
• heat sources highlighted by contrast

Rainbow HC
• heat flow is determined by purple
• stronger contrasts temperatures

Cold Green
• cold is displayed in green
• reduces the risk of 

reconnaissance by light 
amplifiers

Hottest
• heat sources like 

humans and animals 
are highlighted orange, 
the rest remains black 
and white

Switch on:
1. Slide cover in the direction of the arrow
2. The cover opens automatically
3. Device starts automatically

Switch off:
1. Close the cover
2. Lock by sliding in the direction of the arrow

1

2
3

4

Button 1 & 4
Press and hold simultaneously: Open menu

Button 1
Press briefly:  
display brightness, alternating  
Press and hold: 
manual FFC
Press for 7 seconds:
Video mode (PAL/NTSC) off

Button 1 & 2:
Press and hold both buttons:
Thermal mode on / off
(e.g. if flap is damaged)

Button 2:
Press and hold: change filter 
Press briefly:  Change zoom level
0.8x, 1x, 2x, 4x ,8x 

Button 3:
Press briefly: Brightness alternating
Press and hold: Outline mode on/off
Press and hold: Change mode
The modes are:
– permanently on
– flashing
– SOS

Eyecup (optional)

Button 3 & 4 
Press and hold both buttons:
IR mode on / off

Button 4:
Long: light on (as last used) 
Long: color change (red & white)

In IR mode
Long: IR check
– when IR continuous light is switched on:
   Red light flashes 3x long
– when IR flashing is activated:
   Red light flashes 5x short
– when in IR–SOS mode:
   Red light flashes in IR–SOS mode 
Short: light off

Battery compartment for 1×CR123

Interface for Helmet adapter or Headband
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Big outdoor case

Battery CR123

Quick Start guide

Cleaning cloth
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Thermal imaging functions
Switching on/off 
To switch on, open the protective flap. Opening 
the flap releases the thermal sensor and the device 
starts up within a few seconds. The thermal image is 
then displayed on the screen. This automatic switch-
on function can also be deactivated in the menu if 
required, which reliably prevents accidental switch-
on in the pocket. If the protective flap is damaged or 
even completely torn off, e.g. in a particulary harsh 
use, there is a further possibility to switch the TILO™ 
off and on by pressing the buttons 1 and 2 simulta-
neously for at least one second. 

 

Operating time
The operating time depends on various factors:
•	 Quality of the battery used
•	 Low ambient temperatures reduce the operating 

time considerably in some cases
•	 Bright display lighting reduces the operating time 
•	 IIn pure thermal imaging mode, the operating 

time under optimum conditions is approx. 03:30 
hours

To extend the operating time, please also refer to 
the notes on p. 12 and the external power supply 
on p. 21.

Operating time under extreme condi-
tions (e.g. cold temperatures)
It may happen that the battery can no longer pro-
vide the comparatively high currents required to 
operate the automatic shutter (calibration) due to its 
low state of charge or use at low temperatures (0° 
to -30°C). The device then automatically switches to 
manual calibration mode and remains ready for use.  
The following is then changed:
 
If a calibration is expected to improve the 
image, this is indicated by the appearance of 
the shutter flag (small unfilled square at the 
top right, p.4). If the shutter flag is not respon-
ded to with a manual calibration (p.11), the 
image may deteriorate in the following ways: 

Vignetting (increasing contrast deterioration from 
the outside), possible vertical stripes, general con-
trast reduction, increased noise.

If the device is started at low temperatures or 
with an almost empty battery, the limitations men-
tioned above will occur right from the start, but 
can also be eliminated by manual calibration. 
Overall, the operating time is increased if manu-
al calibration is used as exclusively as possible. 

Screen texts
The currently selected filter (left) and the current 
zoom level (right) are displayed at the top of the 
screen.

Outline mode
In outline mode, the warmest objects are outlined 
in red so that even very small or distant objects that 
are only a few pixels or just one pixel in size are cle-
arly highlighted. This is particularly helpful for drone 
detection. Press and hold button 3 to switch outline 
mode on or off.

Thermal filters
The TILO has ten different thermal filters, which 
can be selected one after the other by pressing 
and holding button 2. The thermal filters have 
different functions for different situations. All tacti-
cal filters are also available in a “boost version”.  
This is characterized by increased contrast and pro-
nounced edge enhancement. However, this also in-
creases the image noise. Boost mode is particularly 
helpful in poor thermal conditions such as rain, fog 
or lack of sunlight.
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CR = Cold Red 
With this filter, the heat sources are shown in black and the coldest areas of 
the image in red. This tactical filter is preferably used at night to reduce glare.  

BCR = Boost Cold Red 
The boost variant of the CR filter optimizes the brightness dynamics. This means 
that even less warm objects are displayed better. This makes orientation easier, 
e.g. indoors, where all objects often have the same temperature. It is often also 
more suitable in damp weather. Sharpness is also optimized in boost mode.

RH = Red Hot 
This filter is similar to the white hot filter. Instead of white, red is used as the 
brightest color. It is a tactical filter for use at night.

BRH = Boost Red Hot
The boost variant of the RH filter optimizes the brightness dynamics. This means 
that even less warm objects are displayed better. This makes orientation easier, 
e.g. indoors, where all objects often have the same temperature. It is often also 
more suitable in damp weather. Sharpness is also optimized in boost mode.

CG = Cold Green
Comparable to the cold red filter, except that green is used as the brightest 
color here. With this filter, stray light that is reflected by the eye, for example, is 
far less perceptible by residual light amplifiers. It is therefore also a tactical filter. 
However, the glare effect for the user at night is very pronounced, as the color 
green is also perceived by the rods as one of the brightest colors.

BCG = Boost Cold Green 
The boost variant of the CG filter optimizes the brightness dynamics. This me-
ans that even less warm objects are displayed better. This makes orientation 
easier, e.g. in interiors where all objects often have the same temperature. It is 
often also more suitable in damp weather. Sharpness is also optimized in boost 
mode. This filter may also be unsuitable in bright sunshine.

WH = White Hot
With this classic black and white filter, which is preferred for tactical purposes, 
the strongest heat sources are shown at their brightest. This means that people 
and animals are easy to recognize under normal circumstances. However, they 
can also fade into the background compared to even brighter heat sources 
(e.g. fire).

BWH = Boost White Hot
The boost variant of the WH filter optimizes the brightness dynamics. This me-
ans that even less warm objects are displayed better. This makes orientation 
easier, e.g. indoors, where all objects often have the same temperature. It is 
often also more suitable in damp weather. Sharpness is also optimized in boost 
mode. This filter may also be unsuitable in bright sunshine.
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BH = Black Hot
In contrast to the white-hot filter, the heat sources are displayed in black here. 
This makes the thermal image look much more natural. However, as a much 
larger area of the image is displayed in lighter shades of gray, the glare effect 
is more pronounced at night.

BBH = Boost Black Hot
The boost variant of the BH filter optimizes the brightness dynamics. This means 
that even less warm objects are better displayed. This makes orientation easier, 
e.g. indoors, where all objects often have the same temperature. It is often also 
more suitable in damp weather. Sharpness is also optimized in boost mode. 
This filter may also be unsuitable in bright sunshine.

RB = Rainbow
The rainbow filter is a technical filter that can be used to assess building insula-
tion, for example. The color gradient is no longer displayed in monochrome as 
with the previously described filters. Instead, a false color representation takes 
place. The gradient goes from warm to cold via the colors white, red, yellow, 
green, blue and black.

RBHC = Rainbow HC
The Rainbow-HC filter is comparable to the Rainbow filter, except that each 
color transition also contains a brightness coding to black. This ensures even 
stronger contrasts at the transitions from one color to another and makes even 
smaller temperature differences visible. With this filter, thermally largely homo-
geneous surfaces such as walls can be examined particularly well for changes 
(e.g. damp areas). However, the orientation and classification of temperature 
ranges is hardly possible any more.

IRON = Iron Bow
Also a technical filter in which heat sources are displayed in a limited range of 
false colors. The gradient from warm to cold is created using the colors white, 
yellow, orange, violet and blue. Heat sources are emphasized by an increased 
contrast. The dynamic range of less warm areas is high.

GLOW = Glowbow
A simple filter in which heat sources are displayed in yellow and colder areas 
remain red. In this way, people and animals are highlighted. If it is used at night 
in the forest, a reduced glare effect can be expected, but this is significantly 
better with the tactical red filters.

HOT = Hottest
A filter that is very popular with hunters. Heat sources such as animals and 
people are displayed in orange, while all cooler areas remain black and white. 
This enables better orientation. This filter is particularly recommended in the 
second half of the night, when inanimate objects have cooled down considera-
bly. Otherwise, trees and larger stones, for example, may still radiate too much 
residual heat and therefore also appear orange.



11

Calibration

Manual calibration 
Once manual calibration has been performed, au-
tomatic calibration will no longer take place. This 
only starts again when the device is switched on 
again. Manual calibration results in better image 
quality compared to uncalibrated operation and a 
longer battery life than in automatic mode. Manual 
calibration can be carried out in 2 ways: 

•	 With flap: To perform manual calibration, close 
the flap for approx. 0.5 s, but do not let it snap 
into place. Once the manual calibration has 
been carried out, no automatic calibration takes 
place. This only starts again after the device has 
been switched on again. Manual calibration 
results in better image quality and longer battery 
life.  

•	 Without flap: Is carried out if the flap is defective 
or cannot be used.  

1.	 Point the device a few centimeters away 
from a surface with the following proper-
ties:  
a. It must be thermally uniform.  
b. It must not reflect.  
c. It should be at approximately the am-
bient temperature. 

2.	 Press and hold button 1 until “Push B1 for 
FFC” appears on the screen. 

3.	 Now briefly press button 1 again within five 
seconds. Calibration (FFC) is now comple-
te. 

 
 

Note 
Suitable tools that can be calibrated to if 
they correspond to the ambient tempera-
ture are: 
•	 Foam (e.g. sponge) 
•	 Sheet of paper 
•	 Tree or forest floor within a few centime-

ters from the objective lens
Unsuitable are: 
•	 Metal parts (except matte surfaces, zinc 

sheet window sill is suitable) 
•	 Hand surface
•	 Sky  

 
 

Shutter Flag
If the device is in manual calibration mode, the 
need for a new calibration is indicated by a small 
empty square at the top right of the screen (p.4). It 
means that the thermal image will improve with a 
new calibration. It is not harmful for the device to 
do without calibration. After manual calibration, the 
shutter flag disappears again. 

Use of rechargeable batteries

Attention
Please read the safety instructions ca-
refully and observe them thoroughly!  
 
To achieve a running time of up to 7 hours 
with a 16650 battery, the battery extension 
(p. 24) is required. Additionally the batte-
ry type 16650 must be selected in the BAT 
menu, otherwise the battery warnings will 
appear too late (p.16).

Improper handling and incorrect use of lithium-ion 
batteries can lead to damage to health, injury or 
property damage due to electrolyte leakage, igni-
tion or explosion. To ensure safety, please contact 
us to clarify any questions or uncertainties regarding 
charging and discharging specifications, constructi-
on, warning labels, general use of our product and 
other important details. It is best to use the chargers 
recommended by us. 

•	 NEVER charge batteries to a final voltage of 
more than 4.20 V

•	 NEVER charge batteries with incorrect polarity
•	 NEVER heat or incinerate batteries 
•	 NEVER pierce, break or in any other way mecha-

nically damage batteries 
•	 NEVER charge batteries under the influence of 

high temperatures, e.g. near a fire 
•	 NEVER cause a short circuit on the batteries 
•	 NEVER allow the batteries to get wet or lie in wa-

ter 
•	 NEVER use batteries with different charge levels 

together 
•	 For long storage periods, the storage temperatu-

re should be below 45°C 
•	 For long storage periods, the volta-

ge should be between 3.65V and 3.80V. 
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Brightness adjustment
Briefly press button 1 to set the display brightness. 
If the brightness has not been changed for at least 
10 seconds, the brightness decreases each time 
the button is pressed until it reaches the darkest 
setting. Each time the button is pressed again, the 
brightness increases again until the brightest level 
is reached, and so on. The last setting is saved and 
automatically recalled the next time the device is 
switched on. Please note that you will get the best 
results with levels 4-5.

Note
Especially during nighttime it makes sense 
to set the display to a very low setting to 
reduce glare. If the TILO™ is then switched 
on the next day, the display will appear so 
low that it may be mistaken for defective. 
Therefore, if the screen appears to be black, 
always press button 1 a few times first. 

Zoom 
Briefly press button 2 to switch between the follo-
wing zoom levels (see p. 4 for display), some of 
which can also be deactivated via the menu (p. 14):  

0.8x: This zoom level offers the best over-
view and is particularly helpful for orienta-
tion. However, as this is a negative zoom, 
it is more difficult to estimate distances.  
 
1x: In this setting, all objects on the display are 
shown in the same size as in reality. This setting 
is particularly useful outdoors for a natural es-
timation of the distance to people or animals.  
 
2x, 4x and 8x: The higher zoom levels are parti-
cularly suitable for observation and identification. 
You often find heat sources in settlements or forests 
whose origin cannot be easily determined. For 
example, rotting tree stumps, anthills or large sto-
nes produce clear heat signatures that can easily be 
mistaken for people or animals. With the help of a 
higher zoom level, objects can be better classified 
by closely observing their movements - stones, for 
example, move very little.

TILO-3Z+2×™: 
Due to the optical magnification the zoom levels 
are 1,6x; 2x; 4x; 8x and 16x

Lamp features
Note
Do not blaze directly into the eyes when 
using the high brightness levels. Take spe-
cial care when using the IR LED. Since the 
light is invisible, the adverse-effects reflex 
of the eye (eyelid reflex) does not work. 
Therefore, especially when using the IR 
light, an eye hazard has to be avoided. 

The TILO™ is not only a thermal imager but also a 
headlight with many different functions.  All functi-
ons for controlling the headlight are accessed by 
pressing buttons 3 and 4.

There are three different colors (white, red and in-
frared) that can be controlled in brightness. Each 
color can also flash in a sequence which can be 
selected or in the SOS code. 

Switch on/off
To switch on the lamp, press button 4 for at least 
one second. The lamp lights up in the last used co-
lor and brightness. 

Change colors
To change the color, press button 4 for at least one 
second. Each time the button is pressed, the color  
changes between red and white. 

IR mode
The TILO™ is equipped with an IR LED (infrared 
LED). It operates with a wavelength of 940nm and 
is invisible to the human eye. This is also a danger: 
since the light is invisible, the adverse-effects reflex 
of the eye (eyelid reflex) does not work. Therefo-
re, when the IR mode is switched on, care must be 
taken that a direct view into the LED is safely ex-
cluded. The light emitted can only be seen by light 
amplifiers of generation 2 and 2+. US-American 
light amplifiers of generation 3 are generally not 
able to use the IR LED for illumination. 

Switch on and off the IR mode
To switch on the IR mode, press buttons 3 and 4 
simultaneously for at least one second. The IR LED 
then lights up in the mode in which it was last used. 
The IR mode is switched off in the same way.
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flashing (different settings selectable in the menu)
SOS (lamp flashing in SOS Morse code ... – – – ...) 
The following flashing functions can be set in the 
LED menu: 
Each of these modes can also be selected as a va-
riant with double speed. This is marked with an F 
(e.g. F.. for a fast beacon strobe).

Disable LED
In the LED menu (p.16) you can also disable the 
LED colors you don´t need. If, for example, the IR 
LED is never needed anyway, deactivation is useful, 
as it cannot be switched on accidentally. All LEDs 
can also be deactivated if the TILO™ is to be used 
exclusively as a thermal imaging device.

Menu
Special Functions
Menu 
You can access the menu by pressing buttons 1 and 
4 simultaneously (for at least one second). As long 
as you are in the menu, the normal functions of 
the buttons are deactivated and they now have the 
following functions: 

Overview 
Button 1 short:
cursor down, in the collimation menu image dow-
nwards.
Button 2 short:
cursor upwards, in the collimation menu image up-
wards. 
Button 3 short:
in menus with character  input, select to the left, in 
the collimation menu, move picture to the left. 
Button 4 short:
in menus with character input selection to the right, 
in the Collimation menu image to the right. 
Button 1 long:
confirm selection, confirm active number when ent-
ering PIN.
Button 2 long:
zoom level change in the collimation menu, with 
PIN delete digit.
Button 3 long:
exit menu/selection, cancel in collimation menu. 
Button 4 long:
save settings.

IR-Check
An IR symbol appears on the screen when the IR 
LED is activated. 
Normally the IR mode is only used if an image 
intensifier is used at the same time. If this is not 
available, the IR status can be checked by pressing 
button 4 for at least one second. If the IR mode is 
activated, pressing button 4 will do the following:

Note
If IR mode is not activated, pressing and 
holding button 4 switches on the regular 
light last used.

Troubleshooting
When the light of the TILO™ can not be switched 
on, the reason could be that you have activated the 
IR mode by mistake. If you disable it, everything 
should work again.

Brightness adjustment
The brightness of the activated color can be adjus-
ted by briefly pressing button 3. With each actuation 
the light gets brighter until the boost mode is rea-
ched. Here the brightness of the white LED is 160 
lumens. If key 3 is subsequently pressed the light 
intensity decreases with each actuation until the lo-
west brightness level is reached. The boost mode is 
switched off by temperature control. If the LED gets 
too hot, the lamp automatically switches to the next 
weaker setting.
Except for the boost mode, the last selected bright-
ness is saved and is already set the next time the 
corresponding color is selected.

Flashing function
Each color can also be operated in one of the two 
flashing modes. These are activated by pressing 
button 3 for at least one second:
steady (standard)

Display Meaning

red light flashes 3x 
long

IR continuous light 
is swiched on

red light flashes 5x 
long

IR flashing light 
is on

red light flashing in 
SOS mode

IR in SOS mode
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Navigating and saving in the menu 
Briefly press buttons 2 or 1 to navigate up and down 
the menu (similar to the arrow buttons on a compu-
ter). Pressing and holding button 1 is comparable to 
pressing “Enter” on a computer (p.17). This allows 
you to confirm a selection or move deeper into the 
menu. Press and hold button 3 to exit the respective 
submenu or the entire menu without saving. Press 
and hold button 4 to exit the menu and save the 
changed settings.

IMG menu
In this sector you can adjust individual settings on 
your device to adapt it to your application requi-
rements.  

Submenu AVID – video output
All TILO have an analog video output that you can 
select or activate. The function for this can be found 
in the AVID submenu. In normal mode, image out-
put via the video output is deactivated and the se-
lection is OFF. 

To activate the video output, use buttons 1 or 2 to 
select the PAL or NTSC output format and then con-
firm the selection by pressing and holding button 4. 
“WAIT” appears to confirm. The screen goes dark 
and the device restarts in the selected output mode. 
The image data is now output via the video inter-
face of the device connector. You will need an ap-
propriate screen or recording device to display the 
data. A suitable video cable can be found among 
the accessories on page 22 (not supplied). 

Note
If PAL or NTSC video output is activated, 
no image is displayed on the device‘s own 
OLED screen. This will remain black until 
the video output is deactivated again. If you 
want to deactivate the video output, press 
button 1 for 7 seconds. After releasing the 
button, the device restarts in normal mode. 
The video output is then deactivated again. 

Note
The video output of the CR, RH and CG fil-
ters is not in the corresponding colors, but 
in black and white. 

Note
When the device connector is not in use, it 
must always be sealed watertight with the 
cap provided. 

Submenu COLL
In this submenu you can adjust the collimation of 
your TILO™.

Note
The TILO™ can also be used as thermal 
imaging goggles while both eyes are open. 
An image fusion takes place in the brain 
between the thermal image (left eye) and 
the real image (right eye). Alternatively, the 
second eye can be equipped with an image 
intensifier instead of a real image. Howe-
ver, this effect is only possible at zoom le-
vel 1x. Despite factory calibration, double 
images may occur depending on the user. 
In this case, collimation must be carried out.

Pre-collimation 
1.	 Point the weapon and scope at an object that 

is visible in both the visible and the thermal 
imaging spectrum. This can be a halogen 
lamp, for example, but also a church spire.  
The object should be at least 50 m away.  
Align the scope so that it is in line with the 
object. 

2.	 Fixate the weapon firmly into position. This 
can be done using rifle rest, for example, or 
using sandbags or other supports to hold the 
weapon in position. 

3.	 Switch on the TILO™.  
a. 	 Press and hold buttons 1 and 3		
	 simultaneously for one second,  
b. 	 press and hold button 1 to select the 	
	 IMG submenu, then  
c. 	 press button 1 briefly to move down one 	
	 line 
d. 	 briefly press button 1 to go to the 	
	 COLL sub-item, then  
e. 	 press and hold button 1 to select the 	
	 COLL collation menu 
f. 	 select the memory position (1-6) in which 	
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	 you want to save your collimation by 	
	 pressing and holding button 1 again 	
	 and start the collimation by pressing and 	
	 holding button 1 on SET  

4.	 Now mount the TILO in the appropriate posi-
tion in front of the scopes without moving the 
weapon. Ideally, the object should already be 
in the center of the reticle at 1x digital zoom. If 
this is the case, please continue with 6. 

5.	 If the object is not yet in the center of the re-
ticle, you can move the image step by step 
by briefly pressing the buttons (button 1 down, 
button 2 up, button 3 to the left and button 4 
to the right). Briefly remove the TILO to check 
whether the object is still in the center of the 
reticle in the visible spectrum. 

6.	 Now change to zoom level 2x by pressing 
and holding button 2 and carry out the col-
limation as described in 5. Repeat 6. until all 
zoom levels have been collimated.  After the 
highest zoom level, a long press on button 2 
switches back to the lowest zoom level, etc.  
A long press on button 1 changes to a lower 
zoom level.

7.	 Save the settings by pressing and holding 
button 4.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Fine collimation
Once the pre-collimation has been completed, the 
system consisting of weapon -  scope - TILO™ can 
be test fired.  A group of hits pattern with a radius of 
approx. 2-4cm at 100m should now be achieved.  
To improve this to 1-2cm, fine collimation is then 
carried out. 

1.	 Switch to the collimation menu and fire a shot 
at the target. 

2.	 If the hit is to the right of the target, for exam-
ple, press button 3 (moves the image to the 

left) to correct it. If it is too high, for example, 
press button 1 (moves the image downwards) 
to correct the error. 

3.	 After completing the adjustment, be sure to 
fire a test shot to check the result. If necessary, 
repeat step 2. Observe the step sizes in the 
tables for fine collimation (p. 26). Please note 
that the zoom level 1x can only be collimated 
to a limited extent for technical reasons. If an 
exact collimation of this zoom level is not pos-
sible, it is better to deactivate this zoom level. 

Submenu ZOOM
All zoom levels are activated by default. In the 
ZOOM submenu, you can deactivate or reactivate 
unwanted zoom levels (except zoom level 1x). To do 
this, select the desired zoom level and then change 
the setting to ON or OFF. Exit this selection with but-
ton 3 (long) to activate or deactivate further zoom 
levels, or save the setting by pressing and holding 
button 4. This process is confirmed by a “SAVED”. 

Submenu FILT
When delivered, only the CR, BCR, BRH, WH and 
BWH filters are activated. In the FILT submenu, you 
can activate or deactivate all filters so that only the 
filters required for use are displayed. To do this, 
select the desired filter (except for CR) and then 
change the setting to ON or OFF. Leave this selec-
tion by pressing and holding button 3 to activate 
or deactivate further filters, or save the setting by 
pressing and holding button 4. This process is con-
firmed by a “SAVED”. The CR and RH filters are 
particularly useful for night-time use (p. 9-10). 

Submenu OSD – On Screen Display
SYM: The symbol display can be deactivated. This 
is useful for video recordings, for example, if they 
are not to be affected by the distracting symbols.
FOV: Depending of your optics‘ field of view, 
the symbols and menus can be placed at diffe-
rent positions. NORM places everything towards 
the edges of the OLED. With NFOV, the icons 
and menus can be placed further in the center.  
XFOV: Like NFOV, but the icons and menus are 
placed further in the center and their size is halved.  
DIS: Set the range estimator in this submenu. You 
can choose between different settings - depending 
on the application for which you want to use the 
TILO™. 

4

 1

 2

 3  4

2

1
3
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MEN 	 =  standing person (1,76m / 5‘9“)  
HOG 	 =  hog (1m / 3.28ft / 39.4”)
BUCK 	 =  roebuck (0.75m / 2.46ft / 29.5”)
OFF 	 =  deactivated 

Example Range Estimation MEN: 
Align the bottom end of the silhouette (soles of the 
feet) with the bottom line. At the same time, align 
the upper end of the silhouette (crown of the head) 
with one of the other lines. The number above the 
line then corresponds to the distance in meters. The 
most accurate results are obtained in the highest 
possible digital zoom.

MISC menu  
In this sector you can call up submenus that are 
not always required. 

Submenu PWR 
BAT: 	  
The correct type of power supply (CR123/16650) 
must be selected in the BAT menu so that the auto-
matic calibration, the low voltage detection and the 
safety functions that depend on it work correctly and 
the low battery warning is displayed correctly. It is 
not harmful to the device if this setting is not made. 
FLAP: 	  
To prevent the TILO™ from switching itself on 
in the pocket by accidentally opening the lens 
flap, this function can be deactivated. The de-
vice is then switched on manually by pressing 
and holding 1+2 long (p.30). Switching off 
and calibrating the device and shutter deacti-
vation by using the flap still remain functional 
(p.38). Closing the flap switches the TILO™ off.  

Submenu PIN 
Secure your TILO™ reliably against loss with your own  
PIN code. If this is entered incorrectly 3 times in a 

row, the TILO™ will be permanently blocked. Other 
persons will then no longer be able to use the de-
vice and may contact us. We can then identify you 
via the serial number and return the device to you. 

Setting the PIN 
The PIN query is usually deactivated on delivery. If 
the PIN query is deactivated, it must first be activa-
ted in the PIN menu under REQ. On delivery the 
TILO™ is protected with a 4-digit PIN code. The PIN 
request can be deactivated in the PIN menu under 
REQ. if you switch it to OFF.
You can enter your own 4-digit code in the PIN 
menu under SET: press button 1 or 2 briefly to 
change a digit, press and hold button 1 to con-
firm (the entry automatically jumps to the next digit). 
A long press on button 2 deletes the last digit. To 
save, press and hold button 1 for 1 second. This 
process is confirmed by a “SAVED”.

If you find it too inconvenient to enter the PIN for 
every use, you can set a number of cycles between 
1 and 255 in the PIN menu under CYC. With the 
latter, the PIN is only requested after 255 switch-
on processes. Each time you enter the PIN in the 
PIN menu, the cycle is automatically reset and starts 
counting again. According to the above example, 
the PIN would only be requested again after 255 
switch-on processes (cycles). 

To prevent being surprised by the PIN request, you 
can also define a warning interval WARN (0-10). If 
you select 5, for example, a “PIN” warning message 
will appear on the screen 5 cycles before the actual 
PIN request. 

PUK 
If the PIN is entered incorrectly 3 times or the entry 
is canceled, a lock screen with the message “Plea-
se enter PUK or contact andres-defence.de” is di-
splayed. Press and hold button 1 to access the PUK 
query; if this is entered correctly, the PIN is reset to 
“0000”. The PUK of your TILO™ can be found on 
your proof of purchase or in some cases as a sticker 
on your manual. The PUK is also stored by us as the 
manufacturer. For security reasons, however, this is 
only ever issued to the original purchaser.

Submenu LED
W/R/IR: Each LED color can be individually activa-
ted or deactivated here.
FL - Flash mode: . = strobe; .. = beacon strobe; – 
= equal flash; ° = Throb/pulsating; F for fast
The selected setting applies to all LED colors.
Submenu NVFFC

MEN
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Non-Volatile Flat Field Correction
This can be used to save the last calibration so that 
the device starts with it and the picture reaches the 
optimum quality more quickly. If, for example, the 
device is often started with an internal temperature 
equal to the ambient temperature, it makes sense 
to save the calibration immediately after starting the 
device so that the best possible image is available 
the next time it is switched on. It is advisable to al-
ways carry out this procedure if the ambient condi-
tions have changed since the last calibration. Ho-
wever, the sensor will not be damaged if the NVFFC 
is not carried out.

 
Attention
During the execution of the NVFFC, which 
takes approx. 15 seconds, the power supply 
must not be interrupted under any circums-
tances! 

Note 
An NVFFC can only be performed after cali-
bration has been carried out shortly before-
hand (p. 11). In addition, the voltage must 
be sufficient, i.e. the low battery warning 
must not appear. NVFFC is initiated with the 
word “WAIT”, after which the screen goes 
dark and the device restarts.

INFO menu
Here you will find information about your device 
such as the serial number, temperature and frame 
rate of the sensor as well as the operating time.

Special features of the TILO-6™
The devices of the TILO-6™ series do not have 
an automatic mechanical shutter, so they work 
completely silent. Instead they use a software 
shutter (NUC=Non Unifirmity Control). This con-
tinuously optimizes the image. However, it takes 
some time to start. Therefore it can also happen 
with the TILO-6™ series that an optimal image 
is not displayed immediately after switching 
on. Stripe or vignette formation can occur. Af-
ter 10 –15 s, the image improves significantly.  

Button 1+4 	 = start menu 
Button 1 short	 = down 
Button 1 long 	 = select menu item 
Button 2 short 	 = up 
Button 3 long 	 = exit menu 
Button 4 long 	 = save

Button functions in 
the menu
Tastennutzung Duration of use

Press briefly 0.1 sec. - 0.55 sec.

Long press 1 sec - 3 sec

There are two ways to get an optimal image from 
the beginning:
1.	 Shortly after switching on, perform a manual 

calibration (p.11). Of course, a manual cali-
bration without flap, as described on the same 
page, is also possible at any time.

2.	 Perform a NVFFC after a manual calibration. 
Thus, the last state of the manual calibration 
is saved and automatically called up after the 
start.
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IMG

Nr 1-6

SET

COLL
Six different settings can be   
alled up or saved 

0.8x

2x

4x

8x

ZOOM

Any zoom level except 1 can be acti-
vated/deactivated

OFF

PAL

NTSC

AVID Video output deactivated i.e. OLED 
screen is active

Output in PAL mode (Europe)

Output in NTSC mode (USA)

SYM

NFOV

XFOV

DIST

OSD (De)activation of screen symbols

Range estimator (MEN/HOG/BUCK/OFF)

Narrow symbol display

Symbol display smaller and centered

CR

BCR

RH

BRH

CG

BCG

WH

BWH

BH

BBH

RB

RBHC

IRON

GLOW

HOT

FILT

Boost White Hot

Boost Red Hot

Boost Black Hot*

Boost Cold Red

Boost Cold Green*

Black Hot*

Rainbow HC*

IRON Bow*

Cold Green*

White Hot

Rainbow*

Red Hot*

Cold Red

Glowbow*

Hottest*

*   Are not activated on delivery and can be activated in the user menu (p.15)
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MISC

INFO

PWR BAT

FLAP

SHUT

REQ

CYC

WARN

SET

PIN

NVFFC

(De)activation of the on/off function  
of the lens flap

Power supply (CR123/16650/18650)

PIN query (ON/OFF)

Frequency of request (after 1-255x switching on)

Warning at device start  
(0-10 starts before the query is warned)

Change PIN 

Saving the calibration

(De)activation of the shutter

FW

CO

FR

BV

RT

Boson core number

Firmware version

Boson core frame rate

Battery voltage

Operating time hh:mm
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CR123 Lithium battery
The TILO™ is supplied and operated with a single 
CR123 batterie. In particularly cold environments, 
reliable operation is only possible with batteries. At 
very low temperatures (for example -30°C) the run-
time of batteries is also reduced.

RCR123  Rechargeable battery
Just like the CR123 batteries the rechargeable 
RCR123 batteries have a similar runtime at normal 
temperatures.

16650 Rechargeable battery
Although 16650 batteries can also be used, it is not 
recommended due to the shorter runtime. 

Cell type
Maximum 
 Battery 
life (in h)

Recharge-
able

Below 
freezing 

point

Battery 
Sleeve

SB Adapter
PWR  

settings

CR123 3:15 No Yes Yes No CR123

RCR123 3:15 Yes No Yes No CR123

16650 6:00 Yes No Yes No 16650

Power supply
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Battery Charger 
This device charges almost all sizes of Li-
ion batteries. It works fully automatical-
ly. The charging voltage is also displayed.  
Operation is via USB.
•	 Input: Voltage 5V DC, current 2.1A
•	 Charging current: 2A
No. 382016

Rechargeable battery 16650
Cost-efficient solution to operate the TILO™ in 
the temperature range between 0°C/32°F and 
+60°C/160°F.  
Specifications: 2500mAh| 3.7V| 9.25Wh.
No. 382015

Eyecup
The eyecup is certainly the most useful accessory for 
users who use the device tactically or for hunting. 
Even the simple eyecup prevents the leakage of stray 
light when the TILO™ is used as monocular. This 
means that the user remains unseen for wildlife and 
humans even in the dark.
The eyecup is simply attached to the receptacle. 
Another positive side effect of the eyepiece is that it 
provides additional protection against the scratching 
of the eyepiece lens. 
No. 240061

Use of Accessories

Helmet adapter (for tactical helmets)
Suitable for ballistic helmets. The Shroud remains 
free to attach other NVDs. Suitable for all TILO™ 
models. By pressing the release lever, the TILO™ 
can be removed within one second. Incl. spacer for 
non-ballistic (shock) helmets and extension piece 
for a larger distance to the eye. 

All TILO-3™ and TILO-6™ No. 380203 
TILO-6MA™ No. 382030



Shutter Eyecup
The shutter eyecup is attached like the normal eyecup 
but is equipped with a mechanism which causes an 
automatic closure of the eyepiece when the TILO™ is 
removed or folded up. As a result, leakage of scat-
tered light is prevented even more reliably. However, 
the shutter eyecup is significantly longer and less 
comfortable to wear.
No. 240070

TILO Cap
The Cap Holder System is another way to use the 
TILO™ as thermal goggles. Lighter than a bump 
helmet and more stable than the headband, it is a 
welcome alternative to the previous platforms and is 
ideal for the civilian sector - e.g. for hunting.
No. 380227

TILO Shroud Mount
For attaching the TILO™ directly to the helmet or 
other soft caps. The TILO™ is worn in front of the right 
eye.
No. 380219

TILO Headband
A headband can also be used instead of the helmet 
adapter. Since this can be moved freely on the head 
adjustments are much easier. 
No. 380202

TILO Video/Power cable
After connecting to the TILO™ via the Cinch-
connector the video signal can be output. Compatible 
with the video recorder with WiFi. Also available with 
additional power supply (USB). The TILO™ video and 
power cable is compatible with the video recorder 
with WiFi and the external power supply. 
No. 380216
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TILO Afocal Lens
With the 2.5x afocal lens, the range of application of 
the TILO-6™ can be considerably extended. It is thus 
possible to upgrade the world‘s smallest thermal ima-
ging goggles to a medium-range observation device. 
Unlike conventional afocal lenses, the thermal resolu-
tion deteriorates only slightly despite high magnifica-
tion. The afocal lens covers the entire lens surface of 
the TILO™, therefore there is almost no light loss
(thermal radiation loss). Using the buttons, the afocal 
lens can be calibrated within seconds and vignetting 
is maximally reduced or even prevented. The afocal 
lens comes with a convenient bayonet mount. This 
allows the lens to be attached and detached quickly. 
However, this accessory is limited only to the TILO-6™ 
series and the TILO-3Z+2x. 
(see p. 26-27). Most recommended is TILO-M20™ 
and TILO-Z20™.
No. 382017

TILO ELCAN Adapter
With the ELCAN Adapter, the TILO™ is the only 
thermal clip-on that can be attached directly to an 
ELCAN Specter 1x/4x.  Our latest generation enables 
a more simplified attachment and comes with a 
improved locking mechanism. For the ELCAN adapter 
we recommend using the TILO-6MA™, as it is made 
entierely of metal and  therefore ensures greater preci-
sion and a more durable repetition rate.
No. 382035

TILO Red Dot Flipper
With the Red Dot Flipper (RDF), the TILO-6M(A) can 
be used in front of a reflex sight. It is attached to the 
RDF within seconds. In combination with a flip mount 
like SAMSON, the system can be flipped out of the 
field of view in less than a second. For optical rea-
sons, the angle of view through the RDF is only 12°, 
which is about the same as the usual angle of view 
through the reflex sight. The RDF should be collimated 
with the TILO™ before use to achieve the highest 
possible precision. 
We recommend a maximum magnification of 2x.
No. 382019
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Battery Extension
If this is screwed onto the TILO™ instead of the 
normal battery cap, either two normal batteries or an 
extended battery, e.g. TILO™ Rechargeable Battery, 
can be used. This way, the operating time of the 
TILO™ can be more than doubled to 6-7h.
No. 382028

Pouch MOLLE
The modular TILO Pouch MOLLE is a small padded 
pouch for cameras and GPS devices. It can be atta-
ched to the belt and MOLLE systems and offers space 
for a TILO™ incl. accessories such as headband and 
eyecup. The padding can be removed if necessary.
No. 380209

Camera Adapter
With the camera adapters, the TILO™ can be moun-
ted in front of digital cameras or spotting scopes, for 
example. In this way, photos can be taken directly 
through the eyepiece optics. 
30mm I No. 380213
34mm I No. 380228
40mm I No. 380214

24
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Troubleshooting

Your opinion is  
important to us

For the further development of our products, 
it is important to us to incorporate feedback 
from our customers so that we can continue 
to improve and expand our range for you. We 
look forward to your ideas and suggestions. 
 
Contact us:
Mail: info@andres-industries.de
Telephone: +49 30 45 80 39 00
Web: www.andres-industries.de

Problem Cause Solution

Device does not switch 
on / screen remains 
dark

Batteries flat or wrong polarity Check polarity or insert fresh battery

Brightness set too dark Increase brightness with button 1

Device was previously switched off by 
pressing a button

Open the flap and press button 4 
for 1 second

Device may be in  
PAL or NTSC video mode

Press button 1 for 7 seconds (p.13)

Device cannot be 
switched off

Flap defective or torn off

The Device can also be switched on/
off without the flap by pressing and 
holding button 4 (see quick guide 
p.2)

Image quality is 
inferior

•	 Device is in manual calibration 
mode

•	 Calibration was interrupted

•	 Calibrate manually (p.11)
•	 If the attempt is unsuccessful, 

perform NVFFC (p.17)
•	 If unsuccessful, switch the device 

off and on again

Incorrect battery type set

Set the correct battery type in the 
BAT menu so that the shutter can 
work. If necessary, activate the au-
toshutter in the SHUT menu

Repair
If the device is defective, please send us an e-
mail with the date of purchase and a copy of 
the invoice before sending it to us for repair: 
 
info@andres-industries.de

You will then receive an RMA number. If the repair 
takes place within the warranty period, we cannot 
guarantee that you will receive exactly the same 
device back.

Repair and
Spare part service

We have made the TILO™ as small and light as 
possible. Nevertheless, it is very stable and therefore  
damage is hardly to be expected in daily use. Ho-
wever, should damage occur or components get 
lost, we will be happy to send you the according 
spare parts.
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Cleaning and care

The TILO™ can be cleaned with clean water (e.g. with 
some dish liquid) and a soft paintbrush or soft cloth.  
Do not use strong chemical cleaning agents.

Technical data
TILO

Model TILO-3Z+™ TILO-3Z™ TILO-3Z+2×™ TILO-6MA™ TILO-6Z+™ TILO-Z15™ TILO-Z20™ TILO-M20™

Order number 380104 380103 380105 380109 380107 382042 382041 382040

User group civil use authority only civil use authority only

Temperature resolution <40mK <60mK <40mK <15mK <20mK

Sensor resolution 320x256 640x512

Zoom (digital) 0,8x,1x, 2x, 4x, 8x 1,6x, 2x, 4x, 8x, 16x 0,8x,1x, 2x, 4x, 8x

Spectrum / Pixel pitch 7.5–13.5  µm / 12  µm uncooled microbolometer

FFC (calibration modes) internal mechanical shutter (can be deactivated) + software calibration (NUC) + manual calibration

Sunlight sensitivity harmless

Filter (Boost) White Hot, (Boost) Black Hot, (Boost) Red Hot, (Boost) Cold Red, (Boost) Cold Green, Rainbow, Rainbow HC, Iron Bow, Glowbow, Hottest

Video output modes PAL/NTSC

Display resolution (Micro-) OLED 873x500 Pixel

FOV (100m) horizontal 24° / vertical 19° horizontal 12° vertical 
9,5° horizontal 24° / vertical 19°

CR123 (only thermal) approx. 3:15h approx. 1:45h

Akku 18650 (only thermal) about 8h

Temperature range operating: – 32 °C ( – 25°F) to +50 °C ( +122°F) / storage: – 40 °C ( – 40°F) to +80 °C (+176°F)

Water resistance /  
Shock resistance IP68 / acc. MIL-STD-810G 516.7 I (26 drops out of 1.22m/4ft)

Material

Polyamide housing; 
eyepiece optics cover 

made of sapphire 
glass

Polyamide housing; 
surface- 

hardened PMMA eye-
piece optics cover

Polyamide housing; 
surface-hardened 

PMMA eyepiece optics 
cover

Housing: aerospace 
aluminum; cover eye-
piece optics made of 

sapphire glass

Polyamide housing; 
eyepiece optics cover 

made of sapphire 
glass

Polyamide  
housing; surface-har-

dened PMMA eyepiece 
optics cover

Housing: aerospace aluminum; cover eyepiece 
optics made of sapphire glass

Dimensions

(without accessories)
Length: 40mm; Width: 64mm; Height: 67mm Length: 58mm; Width: 

64mm; Height: 67mm
Length: 58mm; Width: 
64mm; Height: 70mm Length: 58mm; Width: 64mm; Height: 67mm Length: 58mm; Width: 64mm; Height: 70mm

Weight

(without mounts/battery)
approx. 100g approx. 128g approx. 152g approx. 128g approx. 152g

Update service
Our products are constantly being developed further. 
To ensure that your TILO™ is always up to date, we 
offer an update service for a fee. You can then send 
your TILO™ to us and we will update the firmware.  
Finally, the device is checked for watertightness and 
provided with a fresh nitrogen filling, then it is retur-
ned to you completely refurbished. We will also be 
happy to advise you personally.
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TILO

Model TILO-3Z+™ TILO-3Z™ TILO-3Z+2×™ TILO-6MA™ TILO-6Z+™ TILO-Z15™ TILO-Z20™ TILO-M20™

Order number 380104 380103 380105 380109 380107 382042 382041 382040

User group civil use authority only civil use authority only

Temperature resolution <40mK <60mK <40mK <15mK <20mK

Sensor resolution 320x256 640x512

Zoom (digital) 0,8x,1x, 2x, 4x, 8x 1,6x, 2x, 4x, 8x, 16x 0,8x,1x, 2x, 4x, 8x

Spectrum / Pixel pitch 7.5–13.5  µm / 12  µm uncooled microbolometer

FFC (calibration modes) internal mechanical shutter (can be deactivated) + software calibration (NUC) + manual calibration

Sunlight sensitivity harmless

Filter (Boost) White Hot, (Boost) Black Hot, (Boost) Red Hot, (Boost) Cold Red, (Boost) Cold Green, Rainbow, Rainbow HC, Iron Bow, Glowbow, Hottest

Video output modes PAL/NTSC

Display resolution (Micro-) OLED 873x500 Pixel

FOV (100m) horizontal 24° / vertical 19° horizontal 12° vertical 
9,5° horizontal 24° / vertical 19°

CR123 (only thermal) approx. 3:15h approx. 1:45h

Akku 18650 (only thermal) about 8h

Temperature range operating: – 32 °C ( – 25°F) to +50 °C ( +122°F) / storage: – 40 °C ( – 40°F) to +80 °C (+176°F)

Water resistance /  
Shock resistance IP68 / acc. MIL-STD-810G 516.7 I (26 drops out of 1.22m/4ft)

Material

Polyamide housing; 
eyepiece optics cover 

made of sapphire 
glass

Polyamide housing; 
surface- 

hardened PMMA eye-
piece optics cover

Polyamide housing; 
surface-hardened 

PMMA eyepiece optics 
cover

Housing: aerospace 
aluminum; cover eye-
piece optics made of 

sapphire glass

Polyamide housing; 
eyepiece optics cover 

made of sapphire 
glass

Polyamide  
housing; surface-har-

dened PMMA eyepiece 
optics cover

Housing: aerospace aluminum; cover eyepiece 
optics made of sapphire glass

Dimensions

(without accessories)
Length: 40mm; Width: 64mm; Height: 67mm Length: 58mm; Width: 

64mm; Height: 67mm
Length: 58mm; Width: 
64mm; Height: 70mm Length: 58mm; Width: 64mm; Height: 67mm Length: 58mm; Width: 64mm; Height: 70mm

Weight

(without mounts/battery)
approx. 100g approx. 128g approx. 152g approx. 128g approx. 152g
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Warranty  
declaration
 
1. Warranty protection 
Andres Industries AG guarantees the consumer 
and/or the entrepreneur that the TILO™ has the 
properties promised in the performance/article 
description and that it is free from design faults, 
material and manufacturing defects. 
The state-of-the-art technology and scientific 
knowledge at the time of manufacture of the pro-
duct shall be decisive. The warranty of two years 
covers the proper functioning of the thermal image 
sensor, the built-in electronic components and the 
use of defect-free materials, especially their surfa-
ces. The warranty becomes void if housing screws 
or optical elements are adjusted. The device may 
only be opened by the manufacturer. Otherwise, 
damage to the device may occur that is not cove-
red by the warranty.

2. Warranty terms 
The warranty is valid under the following conditi-
ons: 
if the TILO™ is used properly in accordance with 
the operating instructions; 
if the TILO™ is maintained and cared for in accor-
dance with the operating instructions; 
for mounting and installation in accordance with 
the operating instructions and the installation 
regulations;
if the limit values for supply voltage and environ-
mental influences are observed in accordance 
with the operating instructions and installation 
regulations; 
by avoiding chemical and physical influences as 
well as the use of unsuitable cleaning agents and 
the use of unsuitable tools; 
if unauthorised additions and conversions are not 
carried out; 
if the TILO™ is used as intended; 
if the buyer registers the product with Andres 
Industries AG within one month of purchasing it, 
giving the name and address as well as the type 
designation and serial number of the purchased 
product, unless the buyer has already purchased 
the product directly from Andres Industries AG. 

A settled warranty case does not lead to a new 
warranty of two years, the remaining warranty 
period from the original warranty period also 
applies to the replacement product.

Should the English translation differ from the 
German original, the German original version is 
legally binding. 

3. Warranty service 
In the event of a defect or deficiency of the TILO™, 
the guarantee comprises, at the reasonable 
discretion of Andres Industries AG, a free repair or 
a free delivery of spare parts or replacement of the 
similar or corresponding product. Andres Industries 
AG reserves the right to adapt the warranty 
service to technical progress. Costs for assembly, 
disassembly and transport as well as expenses, 
postage and the like are excluded from the war-
ranty. Consequential damage, loss of business and 
loss of profits due to a defective or faulty Andres 
Industries product are also not covered by the 
warranty. 

4. Exclusion of warranty 
The claim to warranty services is only valid if the 
faulty product is presented to Andres Industries AG 
or the authorised entrepreneur within the warranty 
period, but at the latest by the end of the working 
day following the end of the warranty period, 
together with the corresponding sales receipt or 
the dated invoice. The corresponding proofs of 
purchase must therefore be kept until the end of 
the warranty period. 

5. Beginning of the warranty  
The warranty period of two years begins with the 
handover of the TILO™ to the consumer or autho-
rized entrepreneur. The warranty entitled entre-
preneur are not credited to those of the consumer.

6. Warranty extension 
Within the registration period of two weeks after 
purchase a warranty extension of 1-5 years is pos-
sible. Please ask for the necessary steps at: 
info@andres-industries.de
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EU Declaration of 
Conformity
(No. 0012)
Andres Industries AG
Weißenseer Weg 37
13055 Berlin 
states that the thermal imaging devices

TILO-3Z™ (380103) 
TILO-3Z+™ (380104) 
TILO-3Z+2x™ (380105)
TILO-6Z+™ (380107) 
TILO-6MA™ (380109)
TILO-Z15™ (382042)
TILO-Z20™ (382041)
TILO-M20™ (382040)

NETD (Noise Equivalent Temperature Difference) is a 
measure of the sensitivity of a thermal imaging sys-
tem. It describes the smallest temperature difference 
that a thermal imaging system can just detect before 
the signal is lost in the image noise. The lower the 
NETD value, the more sensitive the camera is, as it 
is able to detect smaller temperature differences. The 
NETD value is given in Millikelvin (mK) and depends 
on various factors, including the quality of the detec-
tor, the optics and the signal processing of the system. 
In our NETD measurement method, we use VDI 5585 
as a basis and take a large number of images (> 128) 

Thermal resolution NETD measurement 

EMC interference without 
cabel

DIN EN 61000-6-1 living area

DIN EN 61000-6-2 industrial area

EMC immunity without 
cable

DIN EN 61000-6-3 living area

DIN EN 61000-6-4 industrial area

EMC interference with 
cabel

DIN EN 61000-6-1 living area

DIN EN 61000-6-2 industrial area

EMC immunity with cable DIN EN 61000-6-4 industrial area

ESD resistance
DIN EN 61000-6-2 
(Contact/air discharge 
with 4 / 8 kV)

to obtain statistically reliable results. From these images, 
we calculate the signal strength, the noise and finally 
the NETD value pixel by pixel. For easy interpretation, 
we communicate the average of the NETD values of all 
pixels, with detailed measurement data available. The 
detectors we use are carefully calibrated in advance. 
We use calibrated blackbody emitters to generate 
accurate reference temperatures. By using these refe-
rences and analyzing many individual images, we can 
precisely determine the NETD value of the camera. 
This gives us a realistic value that reflects the actual 
performance of the camera.

comply with the relevant harmonization legislation of 
Directive 2014/35/EU. 
The following harmonized standards relating to 
conformity have been applied:
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Notes
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Notes



Service & Support

Tel.: 	 +49 30 45 80 39 00
E-Mail: 	 info@andres-industries.de
Web: 	 www.andres-industries.de

PUK

serial number

production datePower in:  5V /CR123 3V
www.andres-industries.de
Made in Germany

Andres Industries AG
CEO: Dr. Björn Andres
Weissenseer Weg 37
13055 Berlin
Germany

TILO
RoHS compliant
IP 68 MIL-STD-810G


